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Danger Area
Danger Area

ULTRASONIC WARNING SYSTEM

CONTROLLER
Paired up with the Sensors, the  
Controller provides both audible and 
visual warnings when an obstacle or  
pedestrian is within range. Depending  
on distance, the Controller issues a  
series of beeps that will increase in  
tempo as the obstacle/pedestrian  
gets closer. Three distinct tempos  
are currently included. The Controller  
has adjustable volume and  
reverse-only mode.

 » Seamless pairing with Sensors

 » Emits both visual and audio warnings

 » Audio warning beeps are at three distinct 
tempos (depending on distance)

 » Adjustable volume

 » Warnings can be set to only go off when 
vehicle is in reverse

Controller

HORN
The Optional Horn easily mounts to  
your workplace vehicle and audibly  
issues warnings to pedestrians who  
are in close proximity of the Sensor.  
This unit features adjustable volume  
and issues the warning “Watch out.  
Danger.”

 » Simple and easy to mount to the vehicle

 » Works with Vehicle-Mounted Sensors

 » Audibly issues the warnings to  
pedestrians that are in close range

Horn

SENSOR
OEA SafeGuard’s Sensor can be easily 
mounted onto the front, side, or rear  
of your forklift. Using Ultrasonic  
frequencies, they provide both audio  
and visual warning alerts via the  
Controller when obstacles are  
detected around your vehicle,  
allowing operators and pedestrians  
to take corrective action.

 » Simple and easy to mount to the vehicle

 » Uses Ultrasonic frequencies to detect 
obstacles and pedestrians

Sensor
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OEA SafeGuard is a division of OE Attachments that focuses on creating  
safer workplace environments for pedestrians and employees. Using the latest in 
safety innovations, OEA SafeGuard’s line of products promote constant awareness 
of potential hazards by using sensor technology, camera systems, and audio/visual 
aids which are designed to prevent workplace accidents and protect your assets.  
To see our full line of employee and vehicle safety products visit  
OEAttachments.com/OEA-SafeGuard

Product Sensor Controller

Product  
Image

Nominal  
Voltage

10.5Vdc  
(Supplied by Indicator)  12 / 24Vdc

Operating  
Voltage - -  9 ~ 32Vdc

LIN LIN 2.1 Slave 
(USS.2) 

LIN 2.1 MASTER 
(USS.1)

Warning  
Alarm - - Sound / LED

Detecting  
Distance 98" ~ 118" - -

Detecting  
Angle 65°(H) / 65°(V) - -

Dimension 4.65" × 3.5" × 3.07"  
(Bracket Included) 6.3" × 3.74" × 1.26"

Operating  
Temperature - 22°F - 185°F - 22°F - 185°F

Storage  
Temperature  - 40°F - 185°F  - 40°F - 185°F

Enclosure IP67 IP65

Product
(Optional) Horn

Product  
Image

Speaker  
Output 20W

Impedance 8ohm

Dimension 4.8" × 5.0" × 4.80"

Operating  
Temperature  - 31 °F - 185°F

Enclosure IP65
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